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MU-23d Dual-Sided Headworn Microphone 

 
Key Features 
 

� Compact ear-hook design for a secure, ultra comfortable fit. 

� Supplied in three ear-hook sizes for ideal fit. (S, M, L) 

� Detachable boom can be worn on left or right & detached for replacement or servicing. 

� Subminiature Ø 3 mm omni-directional condenser capsule. 

� Resistant to moisture, perspiration and salts. 

� Detachable microphone boom. 

� Soft yet flexible thin bends 120-degree and holder can be rotated for an ideal fit. 

� Ideal for speech applications. 

 

 

Accessories 
 

MU-2FL Large-sized ear-hook 

MU-2FM Medium-sized ear-hook 

MU-2FS Small-sized ear-hook 

 

Technical Specifications 
 

Capsule Ø 3 mm omni-directional condenser microphone 

Frequency Response 40 Hz – 20 kHz 

Sensitivity -56 ± 3 dBV / Pa (0 dB = 1 V / Pa) 

Max. SPL 138 dB (typical, 1%T.H.D.) 

Microphone Holder Can be installed on right or left side.  

Plug 4-pin mini XLR (screw-lock) 

Color Beige 

Cable Length 150 cm / 59.1" 

Weight Approx. 22 g / 0.8 oz 

 

 

 

 


